SUNSHADE MOUNTING OPTIONS

SURFACE MOUNT BOLTED / STANDARD BRACKET

MINIMUM 4 EA. 1/2" Ø BOLTS WITH MINIMUM PULL OUT STRENGTH TO SUPPORT SUNSHADE (BY OTHERS)

CONCRETE, CONCRETE FILLED MASONRY BLOCK, WOOD OR STEEL STRUCTURAL FRAMING

OUTRIGGERS

STANDARD MOUNTING BRACKET (PROVIDED)

MINIMUM 4 EA. 1/2" Ø BOLTS (PROVIDED)

SURFACE MOUNT BOLTED / EXTENDED BRACKET

MINIMUM 4 EA. 1/2" Ø BOLTS WITH MINIMUM PULL OUT STRENGTH TO SUPPORT SUNSHADE (BY OTHERS)

CONCRETE, CONCRETE FILLED MASONRY BLOCK, WOOD OR STEEL STRUCTURAL FRAMING

EXTENDED MOUNTING BRACKET (PROVIDED)

MINIMUM 4 EA. 1/2" Ø BOLTS (PROVIDED)

BRICK, COMPOSITE PANEL, OR OTHER EXTERIOR VENEER

THROUGH-WALL BOLTED / STANDARD BRACKET

MINIMUM 4 EA. 1/2" Ø BOLTS (BY OTHERS)

CONCRETE, MASONRY BLOCK, WOOD OR STEEL FRAMED WALL

OUTRIGGERS

STANDARD MOUNTING BRACKET (PROVIDED)

MINIMUM 4 EA. 1/2" Ø BOLTS (PROVIDED)

WASHER PLATE (PROVIDED)

THROUGH-WALL BOLTED / EXTENDED BRACKET

MINIMUM 4 EA. 1/2" Ø BOLTS (BY OTHERS)

CONCRETE, MASONRY BLOCK, WOOD OR STEEL FRAMED WALL

EXTENDED MOUNTING BRACKET (PROVIDED)

MINIMUM 4 EA. 1/2" Ø BOLTS (PROVIDED)

WASHER PLATE (PROVIDED)

BRICK, COMPOSITE PANEL, OR OTHER EXTERIOR VENEER

ARCHITECTURAL LOUVERS
266 W Mitchell Ave - Cincinnati, OH 45232
PH: (888) 568-8371 Fax: (888) 568-8370

PROJECT
CONTRACTOR
ARCHITECT
DRAWN BY: JRR DATE: 8/2017 DRAWING TYPE: TECHNICAL SHEET DRAWING TITLE: SS MOUNTING OPTIONS
SUNSHADE MOUNTING OPTIONS

MOUNTING CLIPS / CHANNEL FRAME PERIMETER

2" LONG EZ CLIPS EVERY 18" OF LOUVER PERIMETER
(PROVIDED: FASTENER BY OTHERS)

SUNSHADE LOUVER BLADES

BOLTED / FLAT FRAME PERIMETER

FASTENER (BY OTHERS)

SUNSHADE LOUVER BLADES

FLANGE FRAME PERIMETER

1-1/2" PERIMETER FLANGE (FACTORY ATTACHED: FASTENER BY OTHERS)

SUNSHADE LOUVER BLADES

1.50

STRUCTURAL FRAMING (BY OTHERS)